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Abstract: To design holographic and impulse ground penetrating radar (GPR) sensors suitable for
humanitarian de-mining in the Donbass (Ukraine) conflict zone, we measured critical electromagnetic
parameters of typical local soils using simple methods that could be adapted to any geologic setting.
Measurements were recorded along six profiles, each crossing at least two mapped soil types.
The parameters selected to evaluate GPR and metal detector sensor performance were magnetic
permeability, electrical conductivity, and dielectric permittivity. Magnetic permeability measurements
indicated that local soils would be conducive to metal detector performance. Electrical conductivity
measurements indicated that local soils would be medium to high loss materials for GPR. Calculation
of the expected attenuation as a function of signal frequency suggested that 1 GHz may have optimized
the trade-off between resolution and penetration and matched the impulse GPR system power budget.
Dielectric permittivity was measured using both time domain reflectometry and impulse GPR. For the
latter, a calibration procedure based on an in-situ measurement of reflection coefficient was proposed
and the data were analyzed to show that soil conditions were suitable for the reliable use of impulse
GPR. A distinct difference between the results of these two suggested a dry (low dielectric) soil
surface, grading downward into more moist (higher dielectric) soils. This gradation may provide a
matching layer to reduce ground surface reflections that often obscure shallow subsurface targets.
In addition, the relatively high dielectric deeper (10 cm–20 cm) subsurface soils should provide a
strong contrast with plastic-cased mines.
Keywords: chernozem; ground penetrating radar; holographic radar; landmine; metal detector;
soil permittivity; soil conductivity; soil magnetic permeability; attenuation; water content
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1. Introduction
In active and former conflict zones across the globe, there are daily landmine casualties.
The majority (79%) are civilians and almost half (46%) are children [1]. The 1998 Ottawa Mine Ban
Convention, nearly halted production of anti-personnel mines, and drastically reduced deployment.
In recent years, a myriad of mined or suspect areas have been released for productive use, and for
a time, there has been a steep decline in casualties. However, well over 10 million stockpiled mines
await destruction [1], and several major powers have not joined the Ottawa treaty.
Since April 2014, separatists have controlled much of the Ukrainian Oblasts of Donetsk and
Luhansk (“Donbass”) in an area formerly designated by the government as the Anti-Terrorist Operations
(ATO) Zone, recently re-named the Joint Forces Operations (JFO) Zone (Figure 1). Inside and near the
ATO Zone, landmines have killed over 3000 persons [2]. In preparation of post-conflict humanitarian
demining, we have developed a low-cost, multi-sensor, robotic scanning device based on a commercial
off-the-shelf (COTS) vehicle modified to autonomously operate multiple sensors.
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shape (e.g., a rounded rock). The 3-D camera provides information on the working environment such 
as potential obstacles and trip wires, and detection of recently-disturbed soils, and correction of 
holographic images for surface roughness. 
In developing this system, we were mindful of the critical factors emphasized by “Jane’s Mines 
and Mine Clearance” editor C. King who said that “To develop realistic techniques and procedures 
that will truly enhance the process of mine clearance, two primary factors must be considered: Mines 
{the variety and the ways they are used}, and the environment {limitations imposed by real minefield 
conditions}… with equipment and techniques closely tailored to the specific threat {and conditions} 
in each minefield” [8]. 
To that end, the types of anti-tank (AT) and anti-personnel (AP) landmines reportedly used in 
the ATO zone (Table 1), and the general local soil characteristics were reviewed in our previous work 
Figure 1. (A) Cher ils of Ukraine and study site. (B) Survey tran ects and Anti-Terrorist
Operations Zone (AT ) z
Among the t chniques pro osed for humanit rian demining [3], we chose holographic subsurface
radar [4] nd impulse ground p netrating radar (GPR) [5], to be eventually supplement d by a metal
detector, sensorized prodder [6], and a 3-D time-of-flight camera. The advantages of this combination of
sensors was that they could be operated remotely and could provide real-time data. The impulse GPR
provides fast detection and precise localization of shallow mine-like targets, while the slower-scanning
holographic radar provides high-resolution imaging of targets to allow the discrimination of dangerous
mines from harmless, but ubiquitous, clutter [7]. The prodder can provide further discrimination by
identifying non-compliant objects that might have a mine-like shape (e.g., a rounded rock). The 3-D
camera provides information on the working environment such as potential obstacles and trip wires,
and detection of recently-disturbed soils, and correction of holographic images for surface roughness.
In developing this syste , e ere mindful of the critical factors emphasized by “Jane’s Mines
and Mine Clearance” e it r . ing who said that “To develop realistic techniques and procedures
that will truly enhance t f ine clearance, two primary factors must be consi ered: Mines
{the variety and the ways t sed}, and th environment {l mitations imposed by real minefield
conditions} . . . it equipment and techniques closely tailored to the specific threat {and conditions}
in each minefield” [8].
To that end, the types of anti-tank (AT) and anti-personnel (AP) landmines reportedly used in the
ATO zone (Table 1), and the general local soil characteristics were reviewed in our previous work [9].
Comparison of these characteristics with our work on impulse and holographic GPR [4,10] suggested
a signal operating frequency (OF) for continuous wave holographic radar, and a center operating
frequency (COF) for ultrawideband (UWB) impulse radar of around 2 GHz.
For the success of the holographic and impulse GPR, and metal detector (MD) methods,
the electromagnetic properties of soils is critical. Extremely high conductivity of soils can produce
false alarms with a MD, and unacceptable attenuation of electromagnetic waves for GPR. Dielectric
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permittivity of the soil is important since a strong contrast between soil and mines makes detection
possible [10–13]. For successful humanitarian demining, it is necessary to understand the range and
lateral variability in electromagnetic properties of the local soils [14]. General data on local soils are
often available in many parts of the world, but for demining, specific and detailed data are required for
detection system design, and during data processing for field operations.
Table 1. Expected mines in Donbass.
Type * Use Diameter (mm) Length (mm) Casing Metal Parts
PMN-2 AP 121 Plastic Yes
PMN-4 AP 95 Plastic Yes
PTM-1G AT 69 337 Plastic Yes
TM-62M AT 320 Metal Yes
TMM62-P3 AT 320 Plastic Yes
* Above-ground “stake mines” such as MON-50 were not considered.
This study represented the first electromagnetic characterization of native, in situ Donbass soils.
GPR has been investigated in Donbass for use in railway bed inspection [15] and for landmine
detection [16], but the medium for both studies was not native soil, so they provided no information
on the electromagnetic properties of local soils and their variation. While there was some data in the
literature regarding electromagnetic properties of soils in the Western Polesie region of Northwest
Ukraine [17], there was no specific data on electromagnetic properties of native Donbass soils.
Therefore, to ensure that the signal characteristics of our proposed sensors were suitable for this
region, we completed electrical and electromagnetic measurements on fields, containing typical soils.
These experiments were conducted at an experimental station of the Institute for Soil Science and
Agrochemistry Research named after O.N. Sokolovsky in Sukha Balka, approximately 7 km to 10 km
west of the ATO (Figure 1). These first-ever data on the specific electromagnetic characteristics
(and range of variation) of in situ Donbass soils also made it possible to construct laboratory test beds
that simulated actual conditions, as opposed to a simple (and unrealistic) “sand boxes.” The approach
described herein was simple, and could be widely applied to ensure landmine detection GPR and MD
sensors are designed appropriately for any geologic setting.
2. Soils in Donbass
Based on existing generalized soils mapping [18] by the UN Food and Agriculture Organization
(FAO) and detailed mapping by the Soil Science Institute (Figure 2), over 70% of the soils in Donbass
are haplic (typical) chernozems, approximately 10% are varieties of luvic (clay-enriched) chernozems,
and the remainder are non-chernozem soils (earth tone shades in Figure 2) developed in alluvial or
colluvial sediments. All chernozems (shades of blue in Figure 2) are organic-rich soils that develop on
relatively flat surfaces under thick grass vegetation of the Steppe Zone in climates with cold winters
and hot summers [19–21]. Because AP mines are typically buried at less than 10 cm (as opposed to
up to 30 cm for AT) [22], the surficial layer (plow zone in cultivated areas) of these chernozemic soils
would be the most relevant for evaluating GPR and MD. Especially in an active or former combat zone,
we did not expect soils to be clean and homogeneous. Instead there were likely to be bits of shrapnel,
shell casings or other debris, and variations in clay or moisture content. Thus, our intent was not to
characterize clean soil, but to understand the soil/water/junk/rocks mixture that de-mining operations
would encounter.
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3. Field Methods
The most important soil properties influencing MD performance are magnetic susceptibility
(or permeability) and electrical conductivity [23]. Soil moisture content also plays a secondary role
since it can influence the conductivity, particularly in clay-rich soils.
For GPR, the important parameters are electrical conductivity as well as dielectric
permittivity [24,25]. Magnetic permeabilities within the normal ranges for most soils have no
effect on GPR [24]. To characterize actual Donbass soils, we chose to make field measurements of
magnetic permeability (µ), electrical conductivity (σ), and dielectric permittivity (ε). These parameters
are all frequency-dependent [25], so the OF or COF of field instruments was important and is accounted
for in l ter sections. The instruments employed, and their specifications are listed in Table 2, and is
depicted in Figure 3. These represent the state-of-the-art for field measurement of the respective
parameters [26–28], with the last entry representing a custom-built, innovative, purpose-built antenna
system and procedure for measuring the ground surface reflection coefficient (and therefore the surficial
dielectric permittivity) as described below.
Table 2. Measuring equipment.
Parameter Manufacturer Model
OF Deployment Details
COF
Magnetic
permeability µ
Bartington MS2
580 Hz
MS2F probe fully inserted into soil
–
Electrical
conductivity σ
L and R
Instruments
MiniRes
DC
Wenner array; 10-cm electrode spacing
–
Dielectric
permittivity εTDR
Spectrum
Technologies
Field Scout 300
~100 MHz
7.5 cm probes
–
Dielectric
permittivity εR
Custom –
– 1-transmitter, 2-receiver impulse GPR; paired
measurements over aluminum sheet and ground1.2 GHz
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Figure 3. Photographs of field equipment. (1) Bartington MS2 magnetic susceptibility meter with MS2F
probe, (2) L&R Instruments MiniRes with 4-electrode probe. (3a) Spectrum Technologies Field Scout
300 TDR. (3b) Purpose-built 1-Tx, 2-Rx impulse GPR.
Magnetic permeability was measured by inserting a Bartington MS2F probe fully into the soil and
reading the magnetic susceptibility, (which was easily converted to permeability) with an MS2 meter.
For electrical conductivity, an L&R Instruments MiniRes earth resistivity meter was connected to a
custom-built four-probe Wenner array style “pitchfork” probe with 10-cm A-spacing (for an effective
measurement depth of approximately 10 cm).
For subsurface dielectric permittivity, a Spectrum Technologies, Inc. Field Scout 300 time-domain
reflectometry (TDR) instrument was used to read raw GPR pulse travel times (in units of nanoseconds)
along the two 7.5-cm steel spike waveguides (probes) rather than the calibrated volumetric water
content, which is typically recorded. For this survey, the raw wave guide travel times were recorded,
and converted to a TDR-derived dielectric permittivity (εTDR) based on empirical laboratory calibration
of the waveguide travel times (see Figure 4) using various materials with known relative dielectric
permittivity at 20 ◦C [29].
Expected errors in field measurement of these parameters will not have been dominated by the
benchtop or field precision of the instruments. Instead, we anticipated that the largest variations would
be due to the (unknown) presence of inhomogeneities in mineralogy, grain size, moisture content and
war- and/or agriculture-related clutter.
The TDR permittivity (εTDR) was measured with a relatively low-frequency (~100 MHz COF)
instrument. To make measurements at a frequency closer to the design COF of 2 GHz, and to address
the partitioning of the transmitted radar signal at the ground surface for the air-coupled impulse GPR,
another estimate of permittivity was desired. There are several GPR-based methods for measuring soil
permittivity [30]: Recording of signals scattered by small conductive objects in the subsurface [31,32],
common midpoint and common-offset reflection methods [33], and the groundwave technique [14,34].
A new method for location of subsurface objects and simultaneous estimation of electromagnetic wave
velocity in the ground (which is as important for mine location than permittivity alone) based on
analyses of times-of-flight for signals from an impulse GPR transmitter (Tx) to a subsurface reflector
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and back to four receiver (Rx) antennas distributed about the transmitter was proposed in [35].
The innovation in this method was the possibility to determine the wave velocity simultaneously with
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Nearly all the GPR-based methods mentioned above require reflection from a subsurface target,
and this limits their general application as means for permittivity measurements in unknown,
and potentially target-free, soil conditions. More complicated methods based on solution of inverse
scattering problems have been suggested using a microwave tomography approach [36], or a global
multi-level coordinate search algorithm for reconstruction of the vertical profile of permittivity and
conductivity for a layered soil [37]. The inverse scattering provides quite accurate soil electromagnetic
properties, but collection of reflection coefficients at thousands of frequencies at each field measurement
station, and inversion to obtain the parameters, consumes considerable time and computer resources,
and the equipment for utilizing these methods is not widely available. We desired a rapid affordable
method for characterizing bulk earth properties in or near an actual war zone; the properties that
will be encountered in demining operations. In this study, we complemented the subsurface TDR
data by measuring the reflection coefficient (permittivity) of the soil surface. In this method (adapted
from [5]), it was enough to measure two UWB impulse reflected waves: The reflection from a metal
sheet lying on the soil surface (for calibration) and the reflection from the soil surface itself. During
both recordings, the GPR antenna system had to be maintained at a constant height. The waveform
reflected by the metal sheet could be recorded once per day and used to compare all subsequent
soundings. This simple method used for the estimation of surficial permittivity is described in detail
below. It is important to note that we did not consider attenuation (loss) from propagation within the
soil in this method. A discussion about the use of impulse GPR for layered medium characterization is
provided below.
The dielectric permittivity (εR) based on the reflection coefficient (R) for a 1.2 GHz GPR pulse is
given as:
εR =
( 1−R
1 + R
)2
(1)
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In this equation, R is the ratio of the amplitude of the reflected wave to the amplitude of the incident
wave. For completeness, it is necessary to consider the case when the thickness d of the soil layer(s)
was less than the velocity v in a dielectric(s) multiplied by τ, the duration of the impulse. Since we
used the maximum of the amplitude of the reflected wave in the calculation, we had to wait until the
maximum of the field strength of the incident impulse wave crossed the upper boundary, at which
time the maximum amplitude of the reflected wave started propagating back to the observation point.
This term corresponded to the rise time of the impulse. If the rise time was 0.4 ns and εR ≈ 4, then this
GPR method allowed us to estimate the permittivity of a mixture of soils at a depth of less than
approximately 6 cm. Unfortunately, this method in its simplest variant did not give us any information
about the distribution of permittivities inside the 6-cm interval. However, even this information could
be used to predict the radar contrast of a plastic mine in the soil and to adjust (optimize) the sounding
parameters appropriately.
The reflected wave amplitude was measured by a 1-Tx, 2-Rx GPR system at a known height
(h = 37 cm) above the ground as depicted in Figure 5. Note that this was an average height over the
illuminated footprint (approximately 70 × 70 cm2) since the soil surface is naturally rough. To get
the amplitude of the incident wave, we placed a metal sheet on the ground surface and recorded
the totally-reflected signal. In this case, the reflection coefficient equaled “–1”. Therefore, the signal
reflected by the metallic sheet allowed us to derive the amplitude of the incident wave.
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Figure 5. Schematic of 1-Tx, 2-Rx impulse GPR for simple measurement of surface reflection coefficient,
with Rx differencing to suppress direct coupling signal.
Equation (1) is correct for the case when a plane wave is incident perpendicular to the air-ground
interface. We used a bistatic antenna system with separated Tx and Rx antennas. To provide conditions
as close as possible to normal incidence, we deployed Tx and Rx antennas with minimum possible
offset distance (d1 = 15 cm). This produced coupling between Tx and Rx, with a large direct signal
through which we had to detect and record the actual reflection from the ground surface. To overcome
this, we used a patented differential Rx module [38], which eliminated the direct coupling interference.
As depicted in Figure 5, the Tx dipole illuminated the ground surface. The receiving module, with dipole
pair Rx1 and Rx2 at small vertical separation (d2 = 8 cm) outputed the differential voltage (U) which
represented only the reflected signal. Detailed descriptions of this antenna system and previous testing
(including the minimal effects due to deviation from a true plane wave) can be found in [10,39], and the
calibration procedure is described in the Appendix A.
To collect data for calculation of the reflection coefficient R, we recorded reflections from the
ground surface at a fixed height (see sensor 3b in Figure 3). This was repeated with the metal
sheet covering the ground surface beneath the GPR. At each measurement station, we recorded
reflected waveforms from the ground surface and from the metal sheet. Examples of these signals are
shown in Figure 6. The small differences in the peak arrival time for the metal sheet versus ground
were due to a combination of factors including variations in reflected arrival time from different
points on a rough surface, and differing penetration depth into the ground for the transmitted signal.
Moreover, if the soil surface was not flat, we could not tightly align the metallic sheet to the soil
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surface. Therefore, the reflection from the metal propagated a smaller distance and arrived at the
receiver slightly earlier than the reflection from the soil. Since the amplitude of the electromagnetic
field decreased approximately as 1/r (inverse of range), the slight difference in r for measurements of
the reflection coefficients from soil and metal could influence measurements of the signal amplitude
and, consequently, the resulting permittivity of the soil. We noted this as a possible source of error.
Remote Sens. 2019, 11, x FOR PEER REVIEW 8 of 17 
 
waveforms from the ground surface and from the metal sheet. Examples of these signals are shown 
in Figure 6. The small differences in the peak arrival time for the metal sheet versus ground were due 
to a combination of factors including variations in reflected arrival time from different points on a 
rough surface, and differing penetration depth into the ground for the transmitted signal. Moreover, 
if the soil surface was not flat, we could not tightly align the metallic sheet to the soil surface. 
Therefore, the reflection from the metal propagated a smaller distance and arrived at the receiver 
slightly earlier than the reflection from the soil. Since the amplitude of the electromagnetic field 
decreased approximately as 1/r (inverse of range), the slight difference in r for measurements of the 
reflection coefficients from soil and metal could influence measurements of the signal amplitude and, 
consequently, the resulting permittivity of the soil. We noted this as a possible source of error. 
 
Figure 6. Example waveforms from the GPR system in Figures 3b and 5. 
The reflection coefficient R was then given by: 
𝑅 = −𝑈௚௥௢௨௡ௗ𝑈௠௘௧௔௟  (2) 
where U are voltages as marked in Figure 6. The negative sign was necessitated by the polarity 
reversal of the transmit pulse upon reflection by the metal sheet. 
For all methods, measurements were recorded at 2-meter intervals along six transects, totaling 
1845 meters of profile (for a total of nearly 1000 field readings for each parameter). Readings were 
recorded digitally in instrument memory, and in a bound field book for backup and quality control. 
Station locations were recorded using differential GPS with sub-meter accuracy. The field effort 
spanned four days during which the weather was consistently warm and sunny, with no 
precipitation (and none in the preceding days). 
4. Measurement Results 
The measured and/or derived soil electromagnetic parameters recorded along the six survey 
transects are plotted in Figure 7. The profiles also showed the lateral contacts between soil types. All 
the profiles showed considerable short-scale variation in individual parameters, but the physically-
independent parameters seemed to generally track each other over longer scales. We tentatively 
interpreted this as linkage between parameters due to, e.g., the simultaneous effects of moisture 
content on dielectric and conductivity, and the possible coincident effect of clay content on 
conductivity and magnetic permeability. Note that conductivity data were not collected along 
transect 5, due to a very stony surface. 
Values for soil electrical conductivity (σ) range between 25 and 65 mS/m. Based on a rough (but 
common) rule-of-thumb [40] for GPR skin depth (z = 35/σ for σ in mS/m and z in m), these values 
suggest an effective GPR survey depth in Donbass of between 1.4 m and 0.5 m. This rough rule does 
not, of course, consider signal frequency as discussed below. 
On Figure 7, the vertical scales for the plots of εTDR and εR were different due to an order of 
magnitude difference between the two. Although some difference was surely due to the different 
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The reflection coefficient R was then given by:
R =
−Uground
Umetal
(2)
where U are voltages as marked in Figure 6. The negative sign was necessitated by the polarity reversal
of the trans it pulse upon reflection by the metal sheet.
For all methods, measurements were recorded at 2-meter intervals along six transects, totaling
1845 m of profile (for a total of nearly 1000 field readings for each parameter). Readings were recorded
digitally in instrument memory, and in a bound field book for backup and quality control. Station
locations were recorded using differential GPS with sub-meter accuracy. The field effort spanned four
days during which the weather was consistently warm and sunny, with no precipitation (and none in
the preceding days).
4. Measurement Results
The m asured a d/or derived soil e ctromagnetic param ters recorded along the six survey
transects are plotted in Figure 7. The profiles also showe the lateral contacts between soil
typ s. All the profiles showed considerable short-scale variation in individual paramet rs,
but the physically-independent parameters s emed to generally track each ther over l nger scales.
We t tatively interpreted this as linkage between parameters due to, e.g., th simultaneous effects of
moisture conte t on diel ctric and conductivity, and the possible coincident effect of clay content on
co du tivity and magnetic permeability. Note that conductivity data were not collected along transect
5, due to a very stony su face.
Values for soil electrical conductivity (σ) range between 25 and 65 mS/m. Based on a ro gh
(but common) rule-of-thumb [40] for GPR ski depth (z = 35/σ for σ in mS/m and z n m), t ese valu
suggest an effective GPR survey depth in Donbass of tween 1.4 m and 0.5 m. This rough rule does
not, of course, consider sign frequency as discu sed below.
On Figure 7, th v rtical scales f r the plots of εTDR and εR were different due to an order of
magnitude difference between the two. Although some difference was surely due to the different
frequencies for the measuring systems (TDR vs. GPR), we interpreted this order of magnitude difference
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as being largely due to a very dry soil surface (yielding εR based on surface R), grading downward
into more moist soils (characterized by εTDR as measured by TDR). This difference in dielectric is
highlighted in Figure 8, which shows the median ε for each method for each soil type. The smallest
variation in values for εR was seen for the sand soil. This may be explained by a generally smoother
soil surface with less scattering loss for the reflected GPR pulse.
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possible that bits of shrapnel or other hardware could have influenced individual stations. However, the
overall results should be accurate based on the relatively small variability of an extremely large number
of measurements. No “ground truth” samples were collected for laboratory confirmation of these field
values for several reasons. First, such samples would no longer represent in situ conditions so the
laboratory values would differ from the field. Second, the greatest variation in field measurements will
probably have resulted from contamination of the earth by anthropogenic clutter, and these variations
were best represented in our large dataset covering long stretches of Donbass terrain.
The relatively higher dielectric values in the shallow subsurface may have represented an
advantage since many of the Donbass mines were cased with plastics that generally had very low
dielectric permittivity [41]. The high dielectric permittivity of the subsurface soils should have
enhanced the GPR reflectivity of these targets.
To estimate the expected GPR velocity (V) for Donbass soils, the TDR dielectric values were
converted to velocities (assuming no correction for frequency) as listed in Table 3. Note that the velocities
for the various soil types were statistically indistinguishable over a huge number of measurements.
Table 3. Electromagnetic Velocities and Standard Deviation by Soil Type.
Soil Type No. of Samples Average v σ
(m/ns)
Haplic Arenosol 98 0.058 0.011
Haplic Chernozem 358 0.058 0.01
Luvic Chernozem 190 0.059 0.013
Sand 28 0.061 0.007
Stony Chernozem 113 0.064 0.011
Low Salinity Alluvial
Lowland Chernozem 38 0.056 0.008
Because signal frequency is expected to have a significant effect on GPR attenuation, an attempt
was made to empirically extrapolate attenuation values based on low frequency field measurements to
the higher a-priori desired frequency of 2 GHz. This is depicted in Figure 9, which overlays measured
values of attenuation for various earth materials at different frequency ranges. The yellow X symbols on
Figure 9 show the field attenuations extrapolated to this frequency. At the scale of Figure 9, the variation
in attenuation values extrapolated to 1 GHz was not evident, so they are plotted as a box and whisker
on Figure 10. These values suggested that targets at 50 cm may have been slightly out of effective
range, but the depth of typical AP mines was achievable.
During electromagnetic data collection, 26 soil samples, representing the upper 20 cm,
where collected and the weight percent moisture content determined in the laboratory by oven
drying. The distribution of moisture contents is depicted by the bar graph in Figure 11. The graph also
shows the variation in electromagnetic properties at 1 GHz for chernozems with varying moisture
content as abstracted from data in [43]. The effects of moisture content on many of the plotted
parameters became pronounced above roughly 15% moisture, suggesting (as is commonly the case)
that GPR scanning would be most effective if performed during dry seasons or periods.
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5. Conclusions
These (first-ever) measured soil electromagnetic properties in Donbass indicate that despite the
variety of mapped soils, and the huge number of measurements, the variation in electromagnetic
properties is surprisingly small. Across the differing mapped soils, the estimated pulse velocities
for these soils were statistically indistinguishable. They were also within the normal range for most
soils worldwide and would provide time-of-flight data suitable for rapid target detection using our
proposed 1-Tx and 4-Rx impulse GPR detector [35].
Soil electrical conductivity is generally high and yields crude rule-of-thumb skin depth of about
50 cm to 140 cm which is poor, but sufficient for shallow-buried AP, and maybe large metal-cased AT
mines. Our measurements suggested that in the dry season, Donbass soils may develop a very dry and
thin (< a few cm) surficial layer overlying deeper soils with mean moisture content generally between
10% and 15%. This layer produced a low apparent (surficial) dielectric permittivity, with the value
rising by a factor of ten across the upper 5 cm to 10 cm. If this is a smooth transition, it could naturally
provide a matching layer to suppress surface reflections that commonly obscure shallow subsurface
targets. In addition, the relatively high dielectric beneath the surface was an advantage - providing
good relative dielectric contrast for plastic-cased mines.
Estimated (extrapolated) attenuation values for 1 GHz GPR signals in Donbass soils fell near
the boundary between what was generally considered medium loss and high loss materials. For the
proposed impulse GPR array currently under design {1-Tx and 4-Rx}, the power budget was 80 dB.
Therefore, for an expected survey depth (maximum) of 50 cm, a COF of 1 GHz may be preferred.
At this frequency, the effective survey depth may be a bit less than 50 cm, but this is enough for typical
AP mine burial depths.
The simple combined TDR- and GPR-based determination described above, and in [35] can be
readily incorporated into any humanitarian demining sensor design and/or operation. The data thus
obtained can be used to increase the probability of detection for mines. For example, if soil permittivity
measurements yield a value that is very close to the permittivity of expected mines, detection of such a
low-contrast mines can be enhanced by (for example) denser spatial sampling, use of an increased
emitted power, more averaging or signal stacking to reduce noise, and use of more bits of analog to
digital conversion to allow detection of weak reflections, etc.
Measured relative magnetic permeabilities were all very close to 1 indicating no natural hindrance
for MD sensors in typical Donbass chernozems.
Although these methods were applied to a particular, recently-active, war zone in Donbass,
the success of this survey suggests wider applicability to other post-conflict zones for better design of
landmine detector systems particularly suited to actual soil conditions rather than to those of a distant,
and perhaps artificial, test bed.
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Appendix A. GPR Calibration in a Dry Sand Test Bed
This appendix describes the calibration procedure adopted for the impulse GPR system used for
the evaluation of relative permittivity. Two different approaches were used: A) time of flight (ToF)
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of reflected pulse propagation, and B) reflection coefficient. Both methods were compared with a
calibration procedure in a dry sand test-bed (see Figure A1).
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Figure A1. Laboratory sand test bed. In this photo, the antenna system rests on foam blocks above the 
sand surface. The control system is to the right of the test bed. 
The sand box was filled four years prior to experiments, and the sand had reached the natural 
moisture content of the ambient laboratory air. For evaluation of the GPR impulse time of flight in 
sand, calibration was done using a metal sheet with dimensions 60 cm x 38 cm buried at the bottom 
of the box (depth h = 37 cm, see Figure A2). For all measurements, the antenna system was placed 
above the surface of the sand at a height of 30 cm. This allowed measurement of the ToF for the 
reflection from the surface of the sand. For the reflection coefficient R approach, the antenna system 
was placed in air at distance h = 30 cm from the sand surface (as in Figure A1). This setup, with a 
metal sheet at the sand surface, was used for measurement of R. 
Figure A1. Laboratory sand test bed. In this photo, the antenna system rests on foam blocks above the
sand surface. The c ntrol system is to the rig t of the test bed.
The sand box was filled four years prior to experiments, and the sand had reached the natural
moisture content of the ambient laborato y air. For valua ion of t GPR impulse time of flight in
sand, calibratio was done using a met l sheet with dimensions 60 cm x 38 cm buried at the bottom of
the box (depth h = 37 cm, see Figure A2). For all measurements, the antenna system was plac d ab ve
the surface of the sand at a height of 30 cm. This owed m asurement of the ToF for the reflection
from the surface of the sand. For the r flecti n coefficient R approach, the anten a sys em was placed
in air at distance h = 30 cm from the sand surfac (as n Figure A1). This setup, with metal sheet at
the sand surface, was used for measurement of R.Remote Sens. 2019, 11, x FOR PEER REVIEW 14 of 17 
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Figure A2. Metallic reflector on the bottom of the sand box.
Appendix A.1. Time of Flight Method
The plot in Figure A3, shows the reflection from the surface of the sand at time 3.58 ns. Reflection
from the buried metal sheet arrives at the receiver at time 7.61 ns. Thus, for the signal propagating in
the sand ToF=7.61 ns -3.58 ns = 4.03 ns.
ToF =
2h
v
(A1)
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where v = c√
ε
, c is speed of light, ε is permittivity of sand. Replacing v in (A1), we can derive ε:
ε =
(c ∗ ToF
2h
)2
(A2)
and substituting the numerical values we obtain for the sand a reasonable value of ε ≈ 2.67.
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Appendix A.2. Reflection Coefficient Method
The voltage amplitude of the recorded signal reflected by the surface of sand was equal to 0.0883 V.
The signal reflected from the metallic sheet lying on surface of sand had a voltage amplitude of 0.3681 V
(see Figure A3). Thus, the reflection coefficient R could be calculated as:
R =
0.0883
0.3681
≈ 0.24 (A3)
l ti r itti it f sa ε is related to R by fol o ing for ula:
ε =
(1 + R
1−R
)2
=
(1 + 0.24
1− 0.24
)2
≈ 2.66 (A4)
Comparison of the relative permittivities obtained with the two independent approaches showed
that the reflection coefficient method was in good agreement with the ToF method, and thus suitable
for application in the Donbass field measurements.
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